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Hood, Sandy And Lower Deschutes Basins

Streamflow Forecasts - April 1, 2014
Forecast Exceedance Probabilities for Risk Assessment

Chance that actual volume will exceed forecast

HOOD, SANDY AND LOWER 

DESCHUTES BASINS

 Forecast 

 Period 

90%

(KAF)

70%

(KAF)

50%

(KAF)
% Avg

30%

(KAF)

10%

(KAF)

30yr Avg

(KAF)

APR-JUL 64 84 97 81% 110 130 120

APR-SEP 79 100 114 82% 128 149 139

APR-JUL 170 197 215 96% 235 260 225

APR-SEP 205 235 255 96% 275 305 265

APR-JUL 230 270 295 95% 320 360 310

APR-SEP 275 315 340 94% 365 405 360

1) 90% and 10% exceedance probabilities are actually 95% and 5%

2) Forecasts are for unimpaired flows.  Actual flow will be dependent on management of upstream reservoirs and diversions

Reservoir Storage

End of March, 2014

Current

(KAF)

Last Year

(KAF)

Average

(KAF)

Capacity

(KAF)

Clear Lake (Wasco Dam) 6.6 6.6 4.4 11.9

Basin-wide Total 6.6 6.6 4.4 11.9

# of reservoirs 1 1 1 1

Watershed Snowpack Analysis

April 1, 2014
# of Sites % Median

Last Year

% Median

Lower Columbia - Sandy 7 84% 110%

Lower Deschutes 9 81% 80%

Middle Columbia - Hood 8 81% 99%

WF Hood River nr Dee

Hood R at Tucker Bridge

Sandy R nr Marmot


